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Drain Cleaning

K-40 Sink Machine

Against Material Defects  
& Workmanship

FULL LIFETIME 
WARRANTY

The K-40 Dual Feed Sink Machine provides the professional with a powerful yet compact machine for cleaning small
secondary drain lines from 3/4″ to 21/2″ (19mm – 64mm). When used with the dual feed your hands literally never need
to touch the cable, and THERE IS NO MESS.

• Dual Feed – Advanced two way feed keeps hands off cable, advances and retrieves with push of a lever.

• Reduces Job Time by 25% – Guide Hose-AUTOFEED completely covers spinning cable. Protects porcelain 
surfaces and greatly reduces job site clean up.

• Dual Position – The K-40 sits flat on the floor, countertop, or tips onto its back for easy access to elevated drains. 

• Quiet and Powerful – 1/8 hp induction motor quietly delivers enough torque to clear even the toughest blockages.

• Battery Powered Option – Convenient K-40B (Battery) eliminates extension cords and improves portability. Weighs
8 lbs. less than standard K-40.

• Other Features

– Premium quality, compression wound inner core cable resists kinking and combines strength and flexibility.

– Two-piece “twist lock” drum housing allows easy access to the inner drum and cable and will not dent or corrode.

Demand the Best...

Now With

Dual Feed!

K-40B (Battery Powered)K-40G AF in Vertical Position



Distributor

K-40

115V

71702

71722

78347

230V

71727

71732

NA

K-40 Sink Machines

Description

Machine with:
– C-13IC, 5/16″ x 35′ (10.7m) Cable w/Inner Drum
Machine with:
– AUTOFEED
– Guide Hose
– Mounting Bracket
– C-13IC SB, 5/16″ x 35′ (10.7m) Speed Bump

Cable w/Inner Drum
Battery Powered Machine with:
– AUTOFEED
– Guide Hose
– Mounting Bracket
– C-13IC SB, 5/16″ x 35′ (10.7m) Cable w/Inner

Drum
– (2) 14.4V Battery Packs
– 14.4V Battery Charger

Catalog
No.

26558

23913
71757
72702
76817

83407
83417
68917
71847
98072

Model
No.

A-40AF

A-39/40AF
A-40G
A-40B

Description
AUTOFEED Assembly & Guide Hose
for K-40 Includes Mounting Bracket
AUTOFEED Cartridge Assembly for K-40
Guide Hose
Mounting Bracket
C-6 Cable Kit Includes:
– C-6 3/8″ x 35′ (10.7m) Cable w/Inner

Drum
– Torque Arm
– T-250 5 Piece Tool Kit
14.4V Battery Pack
115V Charger
Inner Drum
Torque Arm
C-6IC Cable Kit Includes:
– C-6IC 3/8″ x 35′ (10.7m) Cable w/Inner

Drum
– Torque Arm
– T-250 5 Piece Tool Kit

Accessories

Catalog No.

K-40G PF in
Vertical Position

Catalog
No.

62225
56782
89400
56792
95847

62235
56787

89405
56797

62245
62250
62260
96037

Model
No.

C-1
C-1IC
C-21

C-13IC
C-13ICSB

C-2
C-2IC

C-22
C-23IC

C-4
C-5
C-6

C-61C

Cables

5/16″ (8mm)
Bulb Auger

Description

25′ (7.6m) w/Bulb Auger
25′ (7.6m) Inner Core w/Bulb Auger
50′ (15.2m) w/Bulb Auger
35′ (10.7m) w/Bulb Auger
35′ (10.7m) Inner Core Speed
Bump w/Bulb Auger

25′ (7.6m) w/Drop Head Auger
25′ (7.6m) Inner Core w/Drop

Head Auger
50′ (15.2m) w/Drop Head Auger
35′ (10.7m) w/Drop Head Auger

25′ (7.6m) w/Male Coupling
35′ (10.7m) w/Bulb Auger
35′ (10.7m) w/Male Coupling
35′ (10.7m) w/Male Coupling

5/16″ (8mm)
Drop Head

3/8″ (10mm)

Model
No.

K-40

K-40
AF

K-40B 
AF

Quick and easy drain
cleaning. Keeps work

area clean and safe.

For the complete selection of the Ridge Tool product line,
please refer to the Ridge Tool Catalog or www.RIDGID.com.

Demand the Best...
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