
Heat Recovery Units Heat Recovery Units

• Air Renewal Terminal Units with
Heat Recovery

• Monoblock, Slim and Flexible Structure
• 7 Different Frames 4.000 m³/h Airflow
• Advance Control Equipment’s for

Easy Control
• Motorized Damper and Electric

Heating Functions

URTH Series

Structural Features

•	Structure & Panel : Self Supporting Frame
•	Sheet Material : Galvanized Steel Sheet
•	Air Tightness : EPDM Leak Proof Gaskets to Provide Full Air

Tightness On The Panels
•	Heat And Sound Insulation : K-Flex Insulation Materials
•	Heat Recovery : Plate Heat Recovery
•	Heating : Electric Heating
•	Fan : Backward / Plug Fan
•	Power And Regulation : On Board Power And Electric Regulation Board
•	Monitoring / Management : BMS Management Compatibility

Types / Version

• Series A
•	Series B

Option / Accessories

• Fresh Air Damper
•	Return Air Damper
•	Dirty Filter Warning
•	Fresh Air Quality Sensor
•	Plate Heat Exchanger Frost Protection
•	Fresh Air Blowing Temperature Limiting
•	Water Coil Frost Protection
•	Circular Connection
•	Electirical Heather
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URTH Series
500~4.000

500 750 1000 1500 2000 3000 4000

Technical Specifications

Airflow m3/h 500 750 1000 1500 2000 3000 4000

External Static Pressure Pa 170 247 126 75 165 91 147

Main Supply (For Fans) V/Hz/ph 230/50/1 230/50/1 230/50/1 230/50/1 230/50/1 230/50/1 230/50/1

Main Supply (Electrical Heater) V/Hz/ph 400/50/3 400/50/3 400/50/3 400/50/3 400/50/3 400/50/3 400/50/3

W 60 160 184 300 420 550 550Aspirator / Vantilator Motor Power

Coil Capacities

1HOOOO  Heating Capacity Kw 3,73 5,52 8,06 10,09 13,08 19,88 26,65

1HOOOO  External Static Pressure Pa 159 235 116 56 147 70 126

2HOOOO  Heating Capacity Kw 7,25 10,20 14,83 19,48 26,39 38,07 49,90

2HOOOO  External Static Pressure Pa 147 223 105 38 130 51 106

OOS3SO  Cooling Capacity Kw 3,06 4,98 6,91 9,47 12,68 18,12 22,23

OOS3SO  External Static Pressure Pa 140 215 98 25 119 37 92

OODXCO Cooling Capacity Kw 2,64 4,04 5,67 7,73 10,46 15,44 20,18

OODXCO External Static Pressure Pa 140 221 98 26 119 43 98

OODXCO Heating Capacity kW 4,02 5,92 9,04 12,03 15,62 22,54 30,09

OODXAO Cooling Capacity Kw 4,09 6,25 8,46 10,68 15,23 22,69 29,96

OODXAO External Static Pressure Pa 120 203 80 34 89 11 65

OODXAO Heating Capacity kW 5,79 7,91 12,16 15,87 21,42 32,54 41,14

1HS3SO  Cooling Capacity Kw 3,03 4,94 6,85 9,40 12,58 17,98 22,14

1HS3SO  External Static Pressure Pa 129 203 87 7 101 16 71

kW 3,73 5,52 8,06 10,09 13,80 19,88 26,651HS3SO  Heating Capacity

Heating Options

Electrical Heater (Alt.1) kW 4,0 4,0 5.0 7,0 7,5 10,5 12,5

Electrical Heater (Alt.2) kW 8,0 8,0 10,0 13,5 12,0 16,5 25,0

kW - - - - 19,5 25,5 37,5Electrical Heater (Alt.3)

Sound Level 

Sound Level (High) dB(A) 49 50 49 52 55 56 57

Sound Level (Medium) dB(A) 47 45 48 51 53 55 54

Sound Level (Low) dB(A) 41 38 45 48 49 50 49

Dimensions

Height (H) mm 260 290 380 380 430 510 610

Width (W) mm 750 850 900 1.000 1.200 1.200 1.300

Depth (D) mm 750 850 900 900 1.050 1.050 1.300

Depth (Unit with coil) (D) mm 950 1.050 1.150 1.150 1.350 1.350 1.600

Weight kg 39 53 65 78 97 109 136
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